











13 Print material |Paper, stone, pipe, cable, metal, plastic, wood products

Work
14 . Temperature 0-45°C (20°C-30°C is the best), humidity 40-60%R
environment

Chapter 2 Safety information

2.1 Introduction

The purpose of this inkjet printer is to print information on the product. Using this equipment for other purposes
may lead to serious personal injury or product failure.

2.2General safety guidelines

® Do not use other power adapters without permission, otherwise it may damage the machine or cause
serious safety accidents;

® Before using the machine, please check whether all the cables are damaged, otherwise it may cause safety
accidents;

® Do not expose the machine too much to heat, strong light, fire or similar environment;

® Do not disassemble and repair the machine without permission. If there is damage, it is not in the warranty;

® Do not plug and unplug any accessories, cables and ink cartridges;

® Do not store or use the machine in too humid or dusty environment;

2.3Usage specification

® Please use official certified ink cartridges;

® Do not plug the cartridge with power, otherwise it may damage the machine or cartridge;

® Please try not to exceed the nominal voltage and pulse width parameters of the cartridge for printing,
otherwise it may shorten the service life of the cartridge;

®  Printing ink cartridge is a precision object, if in the installation process is stuck, do not force, should adjust
the position of the cartridge, insertion;

® |f the ink cartridge is not clear, you can use a non-woven cloth to wipe the ink cartridge nozzle, do not
shake the ink cartridge violently;

® When cleaning the machine, keep away from water and do not use chemical solvents for cleaning.






3.1 Main machine

The main machine is mainly composed of screen, built-in sliding table and nozzle. Control operations are
performed through a graphical user interface (GUI).

3.1.1 Power Switch

The power switch button is used to turn on or off the inkjet power supply (see Figure 3-2) and is located on

the back of the inkjet.

Note: Do not press the power switch to turn on the system immediately after shutdown.

It will take some time for the system to shut down. Please wait about 10s.

3.1.2 Connector

Figure 3-2 Power switch

The inkjet printer is equipped with a variety of interfaces for printing control and external interaction, as
shown in Figure 3-3. The various available standard 10 connections are provided in Table 3-1

Figure 3-3 MD1 Connector

Connector Type Purpose of Connector
1 USB connector Connect a USB flash drive.
Used to connect the USB type b data cable to transmit external data for
2 USB-B connector o _
the inkjet printer.
3 Trigger interface | Used to connect external sensors, such as trigger switches.
4 Power port Used to connect the power adapter to provide power for the printer.

2.1.3 Vernier device

Figure 3-1 MD1 Connector

Control the nozzle before and after adjustment, so that it can be sprayed on the plane, concave, arc, and

better adapt to various products.
















4.6 How to stop printing

Click button, the inkjet printer status is changed to stop printing.

4.7How to power off

Stop printing before turning off the printer.

If the printer status is to stop printing, directly press the power switch on the right side of the printer_(The

inkjet printer is protected by power failure. After shutdown, wait for about 10S before the

next startup operation can be performed) .

Chapter 5 Task Editor

This chapter describes the basic operations of the job editor, including the following topics:

® How do | create a new print file

® How do | edit print file

® How do | edit a print file already saved

® How do | delete/copy file

® How do | edit external variable data

5.1 How do | create a new print file

This chapter describes how to create a new print file in two ways: 1, using the "New File" function, 2, using
the "Load file" function. Either of the two methods can go to the page for editing files. The following describes

the specific operations.

5.1.1 Use “New File” function

==

1. Click home page L. button, the page for editing the file is displayed. See Figure 5-1.






















































3 times of repetition Set the times of data that need to be re-printed.

4 current value The value of the counter to print currently.

5 Reset print count Reset the print count of the main screen, make the print count zero.

6.3.1 Down counter

The reverse sequence number can be printed. Example: The current value is set to 100, the end value is set

to 0, and the step value is set to -1, that is, the device starts printing from 100, and then 100, 99, 98...... 0, if the

starting value is set to 100, the print will start from 100 again, and then the cycle print will be repeated.

Attachment 1

About Custom dates

d HDate numbers without leading zeros (1 to 31)
dd HDate number with leading zero (01 to 31)
ddd HAbbreviated week names (e.g. "Mon" to "Sun")

dddd HThe full name of the week (e.g. "Monday" to "Sunday")

MM Month number with leading zero (01-12)

MMM HAbbreviated month names (e.g. "Jan" to "Dec")

MMMM HFuII month name (e.g. "January" to "December")

vy Two-digit year (00-99)

|
|
|
|
M HMonth number without leading zeros (1-12) ‘
|
|
|
|
|

yyyy HFour—digit year

’ h HHours without leading zeros (0 to 23, or 1 to 12 if displayed in AM/PM) ‘
| hh Hour with leading zero (00 to 23, or 01 to 12 if displayed in AM/PM) |
’ H HHours without leading zeros (0 to 23, that is, displayed using AM/PM) ‘
’ HH HHour with a leading zero (00 to 23, that is, displayed using AM/PM) ‘
’ m HMinutes without leading zeros (0 to 59) ‘
’ mm HI\/Iinutes with leading zeros (00 to 59) ‘
’ S HWhoIe seconds without leading zeros (0 to 59) ‘
’ sS HWhoIe seconds with leading zeros when applicable (00 to 59) ‘

AP /ap /A /a Interpreted as AM/PM time. The AP must be either "AM" or "PM", _Letters can be either

uppercase or lowercase.

’ JD HDispIays the day of the year ‘
’ JW HDispIays the week of the year ‘
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Customize date formats

... ..._m @

Sun 01 A
Mon 02 B
Tue 03 C
Wed 04 D
Thu 05 E

Fri 06 F
Sat 07 G
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